The Household Stoves Standards in China
	Standard No.
	Name of standard
	Proposed
	 Issued
	 Testing by
	Enforcement
	Emissions
	compare with the IWAI 

	GB6412-2009 
	Test method for coal and household stove 
	中国煤炭工业协会
	Standardization Administration of the Peoples Republic of China
	 国家和省级有资质的炉灶和机械/环保产品检测中心





















































	Manufactories
	N/A
	N/A

	GB16154-2005 

	General technical specification for household water heating coal stove 
	Ministry of Agriculture
	SAC
	
	
	见附件GB13271-2001 
	N/A

	GB/T16155-2005 
	Test method for heating performance of household heating coal stove 
	MOA 
	SAC
	
	
	N/A
	N/A

	GB/T18883-2002 
	Indoor air quality standard 
	卫生部、国家环境保护总局
	国际质检总局 国家环境保护总局
	
	
	见附件GB/T18883-2002
	N/A

	NY/T1001-2006 
	Technical specification for household improved stove and Kang 
	MOA
	MOA
	
	
	N/A
	N/A

	NY/T8-2006 
	Test method for thermal performance of firewood stove 
	MOA
	MOA
	
	
	N/A
	N/A

	NY/T 1703-2009 
	Specification for installation and acceptance of civil water heating stove of heating system    
	MOA
	MOA
	
	
	N/A
	N/A

	NB/T34006-2011 
	General specifications for household densified biofuel heating stove 
	CAREI
	 National Energy Administration
	
	
	Dust   (mg/m3)≤50
SO2 (mg/m3) ≤30
NOX (mg/m3) ≤150
CO (%)≤0.2
Ringelmann Black Degree  1
	N/A

	NB/T34005-2011 
	Test method for household densified biofuel heating stove 
	CAREI
	NEA
	
	
	N/A
	N/A

	NB/T 34007-2012
	General specification for biomass cooking and heating stoves 
	CAREI
	NEA
	
	
	Dust   (mg/m3)≤50
SO2 (mg/m3) ≤30
NOX (mg/m3) ≤150
CO (%)≤0.2
Ringelmann Black Degree  1
	

	NB/T 34008-2012
	Test method for biomass cooking and heating stoves 
	CAREI
	NEA
	
	
	N/A
	N/A

	NB/T 34009-2012
	General specification for biomass cooking and radiant heating stoves 
	CAREI
	NEA
	
	
	Dust   (mg/m3)≤50
SO2 (mg/m3) ≤30
NOX (mg/m3) ≤150
CO (%)≤0.2
Ringelmann Black Degree  1
	

	NB/T 34010-2012
	Test method for biomass cooking and radiant heating stoves 
	CAREI
	NEA
	
	
	N/A
	N/A

	To be approved 
	General technical specification for household biofuel cook stove 
	MOA
	MOA
	
	
	CO＜0.2%；
SO2＜50mg/m3；
烟尘＜50mg/m3；
烟气林格曼黑度
≤1级
	和IWA相比，没有对指标进行分级

	To be approved 
	Test method for household biomass cook stove 
	MOA
	MOA
	
	
	N/A
	和WBT4.1.1相比，热效率测试方法基本相同，污染排放测稳态阶段和烟囱的排放，WBT测试全过程和全部的排放（见附件中美炉灶测试方法比较）

	DB11/T540-2008 
	General technical specification for household biomass stove 
	北京市质量技术监督局
	北京市质量技术监督局
	Beijing Zhongyan Huanneng Environmental Technology Testing Center
	Manufactories
	烟尘＜30mg/m3；
SO2＜30mg/m3；
NOX (mg/m3) ≤150
CO＜0.2%；
烟气林格曼黑度
≤1级。

	和IWA相比，没有对指标进行分级（见附件中美炉灶测试方法比较）


注：GB为国家标准， NY为农业行业标准，NB为能源行业标准

	标准编号
	标准名称
	标准类型

	GB6412-2009
	家庭用煤及炉具试验方法 
	国家标准 

	GB16154-2005
	民用水暖煤炉通用技术条件 
	国家标准

	GB/T16155-2005
	民用水暖煤炉热性能试验方法 
	国家标准 

	GB/T18883-2002
	室内空气质量标准
	国家标准 

	NY/T1001-2006
	民用省柴节煤灶、炉、炕技术条件
	农业标准 

	NY/T8-2006
	民用柴炉、柴灶热性能试验方法 
	农业标准 

	NY/T1703-2009
	民用水暖炉采暖系统安装及验收规范 
	农业标准

	NB/T34006-2011 
	民用生物质固体成型燃料采暖炉具通用技术条件
	能源标准

	NB/T34005-2011 
	民用生物质固体成型燃料采暖炉具试验方法
	能源标准

	NB/T34007-2012
	生物质炊事采暖炉具通用技术条件
	能源标准

	NB/T34008-2012
	生物质炊事采暖炉具试验方法
	能源标准

	NB/T34009-2012
	生物质炊事烤火炉具通用技术条件
	能源标准

	NB/T34010-2012
	生物质炊事烤火炉具试验方法
	能源标准

	报批稿
	户用生物质炊事炉具通用技术条件
	农业标准

	报批稿
	户用生物质炊事炉具性能试验方法
	农业标准

	DB11/T 540-2008
	户用生物质炉具通用技术条件
	北京标准



